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We, ORIENTAL MOTOR CO., LTD., herewith declare under our sole responsibility 
that the undermentioned product(s) in view of its design and construction meets 
the relevant basic requirements of the EU Directive.  

 
 
Description of the products: AC Motor 
 
Type designation:      See Appendix 
 
Relevant EU Directive(s) and applied standard(s): 

Low Voltage Directive, 2014/35/EU 
EN 60034-1:2010, EN 60034-5:2001+A1:2007, EN 60664-1:2007,  
EN 62368-1:2014+A11:2017 

 
Manufacturer’s name and address: 
     ORIENTAL MOTOR CO., LTD. 
     4-8-1 Higashi Ueno, Taito-ku, Tokyo, 110-8536, Japan 
 
Date of issued:    13.July.2022 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                              
 

Kuniaki Shimizu 
General Manager 

 AC/BL Motor Products Department 
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We, ORIENTAL MOTOR CO., LTD., herewith declare under our sole responsibility 
that the undermentioned product(s) in view of its design and construction meets 
the relevant basic requirements of the UK Legislation. 
 
 
Description of the products: AC Motor 
 
Type designation:  See Appendix 
 
Relevant UK Legislation(s) and designated standard(s): 

The Electrical Equipment (Safety) Regulations 2016 
EN 60034-1:2010, EN 60034-5:2001+A1:2007, EN 60664-1:2007,  
EN 62368-1:2014+A11:2017 

 
Manufacturer’s name and address: 
     ORIENTAL MOTOR CO., LTD. 
     4-8-1 Higashi Ueno, Taito-ku, Tokyo, 110-8536, Japan 
 
Date of issued:    13.July.2022 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                              
 

Kuniaki Shimizu 
General Manager 

 AC/BL Motor Products Department 
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All models may or may not be followed by a hyphen and/or any letters and/or suffix numbers. 
The declaration of conformity applies only to the models marked on the nameplate or packaging label. 

 
 
Appendix : Type designation 
 
 
Models 4IK25, 5IK40, followed by A or GN, followed by -UW2 or -UW2T2. 
 
Models 5IK60, 5IK90, followed by A or GE, followed by -UW2 or -UW2T2. 
 


